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Overall Landscape Plan

Connect to

Deciduous Tree Planting with
Below Grade Root Ball Stabilization

No Scale

3" depth mulch. Mulch shrubs in
beds as continuous hedge.

Create clean and
Well defined edge

Planting mix. Do not allow air
pockets to form when backfilling.

Remove top 1/3 of burlap for
b&b root balls. All
non—biodegradable material
shall be totally removed.

Shrub Planting

No Scale

Rootball Preparation

No Scale

Rootball Setting
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OVERALL PLAN & LANDSCAPE
DETAILS

SPACING A B c D

12 12 6" 10" 127 A= Spacing

15" 15" 7.5" 12.5" 15" B= Spacing/2
18" 18" 9" 15" 18" C= Spacing/1.2
24" 24" 12" 20" 24" D= Spacing
36" 36" 18" 30" 36"
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3" depth mulch

24" depth planting soil

Subgrade. Roto—til top 6” of subgrade.

Planting Area Establishment

No Scale

3" depth mulch

Subgrade. Roto—til top 6” of subgrade.

Perennial & Groundcover Planting
No Scale

Adjacent lawn

5" Deep Spade—cut Bed Edge
Shredded Hardwood Mulch
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Planting Bed Edge

No Scale

Plant bed

Steel edging

Top of edging to be
maximum of 1/2"

(12.7mm) above
surface material

4” depth stone mulchJ/,(f
Filter fabric // \

Compacted subgrade or
planting soil, see plan

12" (305mm) steel stakes e
to lock into preformed loops

on the edging

Metal Bed Edge

No Scale
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